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Non-contractual photos. The actual body colours of the vehicles may vary slightly from the colours in the photographs printed in this catalogue.

DIMENSIONS

Overall . Interior Interior Interior . Overall Min. road
Length Whg/(\allll;)a s€ Cal(jovv\c;jth Length Width Height BOd(éVV\\ll;dth Height clearance
(OAL) (IL) (w) (IH) (OH) (HH)

5.280 3.125 1.870 1.495 1.530 490 1.835 1.790 240
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STANDARD EQUIPMENT

Steering wheel controls

Automatic light off

Front air intakes "Maxforce design"

Windscreen wipers with rain sensor

Height and Depth Steering wheel adjustment

Rear window defogger

Passenger Airbag cut-off switch

Athermic windshield

Rear-view camera

Follow me home

WEIGHTS (kg) Gew 6.000
GVW 3.100 Kerb_weight in 2.153 MT
running order G —
2.183 AT
eTw* 3.500 Payload 947 MT
917 AT
*(braked)

On-board computer and 7" digital tachometer

Remote Keyless Entry

8" Touchscreen Multimedia Display with AUX, 1 front USB-C, Wireless
Android Auto and Apple CarPlay, Wi-Fi, Bluetooth, Maps and
Navigation supported by Android Auto and Apple CarPlay, MirrorLink,
Miracast and Radio DAB+.

Power and heated rearview mirrors

A-Pillar Assist Grip

5 YEARS/ 100.000 KM WARRANTY (vehicle)

Fabric seats

E-call (Emergency call)

Driver's seat 6 manual adjustments

Intelligent Adaptive Cruise Control (IACC) with Traffic Jam assist
(TJA)and Intelligent Speed Assist (ISA)

Driver's seat lumbar adjustment

Tailgate handle with Key

Adjustable speed limiter (70-180 km/h)

Manual air conditioner

Halogen front and rear headlights

12V socket

Rear fog lamp

Start & Stop

Automatic headlight with automatic high beam

COLORS
Splash White Kinabalu Gray
Orange Mica Met
Mica Mica Metallic
Mercury Inishmore
Mica Silver Metallic Green




ISUZU D-MAX SPECIFICATIONS

Diesel Engine 2.2L

Engine ID Code RZ4F-TC - Maxforce

4 cyl. in line with double overhead camshaft and 16v, timing chain and electronic
common rail injection. Turbocharger with electric actuated variable geometry
system, liquid-cooled intercooler and double EGR circuit with EGR coolers.

Compatible with HVO Diesel.

Emissions class Euro 6e-bis

Torque 400 Nm/1.600-2.400 rpm
Power 120 kW (164 hp) @ 3.600 rpm
Displacement 2.164 cm3

Compression ratio 15.9:1

Injection pressure 2.500 bar

After-treatment LNT/DPD + SCR

device
Fuel Tank B7 76 ¢
Adblue Tank 14.5¢
Generator 12V - 120A
GEARBOX A/T M/T
1. 4.903 4.508
2 3.120 2.449
3 2.166 1.474
4 1.597 1.000
5 1.312 0.726
6 1.000 0.578
7 0.776 =
8 0.651 -
R 4.050 4.193

Final drive ratio 3.583(43/12) 4.100(41/10)

Turning diameter (m)

WALL TO WALL 13.0
CURB TO CURB 12.5
OFF ROAD

Under body protection
4x4 Part Time with Shift on the Fly

FUEL CONSUMPTION CYCLE - A/T M/T
WLTP

Fuel consumption Combined Cycle 9 8,56
£/100 km

CO2 emission Combined Cycle g/km 235 226
Wheels and tires

Tires 265 / 60R18

Wheels 18" x 7.5] Steel (SILVER)
Spare wheel  Steel

Electrically controlled rear mechanical differential lock

Wading depth 800 mm
Rough Terrain System
Kippwinkel 49°

Ladder frame

Front Suspensions

Rear Suspensions

Front brakes
Rear brakes

Security
ABS+EBD

TSC
ESC
HSA/HDC
8 Airbag
TSR
ISL
MSL
SAS
LKAS/LDWS
LDP
FCW
AEB
ESS
MCB
EPS
AA
TPMS
MAM
ELK
BSM

RCTA/ RCTB
DMS

*only AT

Leaf springs

Ventilated Discs

Drums

Anti-lock braking system with electronic brake force distribution

Traction control

Stability control

Hill Start Aid and Descent Control (HSA-HDC)
Front, side, driver's knee, central, curtain
Traffic Sign Recognition

Intelligent Speed Limiter

Manual Speed Limiter

Speed Assistance System

Lane Keep System Active System / Lane Departure Warning System

Lane Departure Prevention

Front Collision Warning
Autonomous Emergency Brake + turn assist
Emergency Stop Signal

Multi Collision Brake

Electric Power Steering

Attention Assist

Tyre pressure monitoring system
Pedal Mis - Application Mitigation*
Emergency lane keeping assist
Blind Spot Monitoring

Rear Cross Traffic Alert / Rear Cross Traffic Brake
Driver Monitoring System

Midi Europe advises: Shell Lubricants

Follow us:
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Independents with double wishbone and coil springs

5a7ER
& G,
g )

EURO ‘J NCAP

* k Kk k ke

TEST 2022

Shell

The information in this catalogue is intended to be of a general nature only. MIDI Europe reserves the right to modify or

change specification at any time. For further information, consult our technical department.
Color of the vehicle shown in this catalogue could differ from the real color of the vehicle.

The data on this sheet is provisional because it is still in the approval phase.
WWW.isuzu.it; www.isuzu.fr; www.isuzu.ch; www.isuzu.es; Www.isuzu.si
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